Type: DA75-NSxx/AxxW , GmbH |
serial interface

controls inside of the case

front view DA75-NS50/AxxWD side view standard mode 22#?,“’6 (96 = 9500(:75“3
———80—=— programmieng mode: ——— data bit '(7:3)
% —l |— telegram structure  (1...6)

L]

|:|:| T2 standard mode
T3 status display

|T1

I I J
code nr. select digit

: L z L L 2 g select code nr. adjust digit
2% PG11.Wﬂ" attached E | 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 207
_hingedown EEEEEEEEEEEEEEEEEEE

programming . . .
rear connector with screw-type terminals

code nr. | display description
00000 120 Ohm 3
DA75-NSxx/A1 DA75-NSxx/A2
0| interface RS232
0 ! 20mATTTY [1]2]3] [1]2]3]4]5]6]7]8]9][10]11][12]13]14[15]16]17[18]19]20]
T T T
3 RS422 ! | |I |||| ||:||||:|| |
1200( baudrate 1200  baud 1 3 = I T Ry | @ < 12 |2
2400 2400 baud 3 g & o < W EBEExER
> N | wire | |
1 4800 4800  baud T ! 8 ! end [l | |
9600 9600 baud DCI ~ AC/DCI ' oom \
19200 19200 baud aux. supply ! aux. supply ! RS 422 /RS 485 N_ TTY | Rs2320NV.24
data format  parity data bit electrically isolated electrically isolated passiv
1 n none 8 Bit
2 E even 7 Bit link
2 3 o odd 7 Bit
4 E even 8 Bit 20mATTY
5 o___odd 8 Bit aktiv
telegram structure - 5 4
1] D1... Dn| time distance between 2 telegr. min. 200ms %
2 TX D1..Dn| ETX :
3 3| STX__| address |address |D1 .. Dn} ETX } software functions
4 OH address | address STX |D1..Dn ETX . . g
5DT .. Dnl CRLE fnction ASCII description
6/D1..Dn| CR segment test $0 segment test on until receiving next
0 0| device address 00 ... 99 (100 addresses adjustable) [—]
4 -1 address 1 onefigure (-0... -9) data telegram
99 address 99 iwo figure (00 ... 99) leading $1 leading zeros displayed
presage zerona blank-out 0 = without 1 = with $2 leadi sed
5 0 direction of writing right > left zeros eading zeros suppres:
1 direction of writing left > right blinking sign $32 2 is blinking
6 g g suppression up to 99 leading signs blinking display $4 blinking display on
7 ol 0 = without comma " $5 blinking display off
_| 1..n =comma place 10 — 10" (2. - n Digit) direction of writing $6 left > right
0 at negative value underline deactivated .
1 " minus + underline activated= . - - = $7 right > left
0 0| time out function deactivated
8 0 1| 01-99sek. after the last telegram
9 9| shows the display = = 4F - case dimensions
f you set under the code number 4 (-0...-9) an address I DA75 steel tin mounting case powder seam RAL 7032 outside measurement
will the telegramstructure be changed | DA75-NS _ _ /xxW |DA75-NS __ oW D DA75-NS _ _ hoxW D1 width x high x depth
. 30 HBH
technical data: 400
40 30 °c
power supply : DA75-NSxx/A1... 18-35VDC i EEEE — EEE
DA75-NSxw/AZ... 100 - 240 V AC/DC s0 HHHHA |4¢ HHHHc |20 BEBkmm | s00
" 300 | 80
current reception : max. 15 VA
60 50 °C |40 km/h
temperature are : -20°C....+65°C — EEEEEE EEEEE EEHE 600
display high, -color: 76 mm, red oder green 50 E E E H E km/h
signrate— unknown sign
Hex |20|2C|2D|2E|30(31|32|33|34|35|36|37|38|39|3D|41|43|45|46|48|4C|50|55|5D|5F |62|63 (64 |68 [6E|6F [72(75|78|7E IEI
oigt | | o|-]e|0] N|2|3[H]|5]E6[1|B]9]=|AIC|E|FIHIL [PIUL T\ |b)e|d|h]A]a|r |u] B
DA75|— J|_||_||_| dimension : D = max. 2 figures D1= max. 4 figures
L LED color: R=red G =green
aux. supply : 1=24vDC 2 =230V AC/DC
input : A = RS232C/V24 20mA/TTY RS422 RS485
number of digits : | 30 = 3 digits [ 40 = 4 digits 50 = 5 digits |
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