Type:

DBA-EA30/MxxRH

DBA-EA30/Mxxxx
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CN scale description
1st zengment measuring range 0-200 °C
. Pt 100
2nd segmen . o
on measuring range 0-800 °C (4 - wire) S 3 S § §
0 o N O - o
3rd Zigment measuring range 0-200 °F
DC AC
4th segment measuring range 0-1472 °F aux. sqpply aux. sqpply
on link electr. isolated electr. isolated
zero adjustment for PT100 2-/3-wire (:" 1_0(;
- wire,
1 Tst zigment carry out zero adjustment
2nd ::gmen‘ delete zero adjustment
L1 L1
2 | 3d :s;gment zero adjustment take over with T3 Pt 100 link
(2 - wire)
Tst iel_'gment full scale indication
2nd segment point scale indication .
4 on display messages
3rd segment | full scale indication
on zero center EEprom under programming 21l
4th segment | point scale Indication overflow (flashing of display segments in the middle) Al (WA
on zero center line-break indication I
technical data
aux. supply: DBA-EA30/M1xxx: 18-35v DC
DBA-EA30/M2xxx: 115/230V AC
power consumption: max. 2,5 VA scale length: 75mm 30 segmente
measuring range: PT100 0-200 °C resolution: 1 segment
PT100  0-800 °C
PT100  0-200 °F panel cutout: 92(+0,8) x 22,2(+0,3) mm
PT100 0-1472°F mount.depth (without plug): 114 mm (102 mm)
conversion rate: approx. 1 per second bezel height: 7,5 mm
principle of measurement: dual-slope-integration option: Min.-Max.-memory-function
error of measurement: +- 1K, +/- 1 segment controls are accessible through the front glass, recall min.- and max.-value
overflow: flashing of each 2nd segment with key T2 and T3
[DBA J-[EAI__J/IMI][0]lZ]IZ] @— addition for min.-max.-memory function
L mounting: |H = vertical |Q= horizontal |
LED colour: [R=red [G=green ]
option: [see data shett at the end of chapter |
aux. supply: [1=24vDC [2 =115230vAC |
display: 30 =30segments
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